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-- T-;eeProtection from Construction Damage

Trees can be damaged or killed by a wide variety of construction activities. It's
not a/ways easy to save trees, but your efforts will help. This document describes
measures to minimize construction impact.

PROTECTED ROOT ZONE
First, protect roots that lie in the path of construction. Approximately 90 to 95
percent of a tree's root system is in the top three feet of soil, and more than half
is in the top one foot. Construction activities should be avoided in this area.
Protect as much of the area beyond the tree's driplineas possible. Some healthy
trees survive after losing half of their roots. However, other species are extremely
sensitive to root damage even outside the dripline.

If possible, do not disturb the Protected Root Zone (PRZ). The PRZ is defined by
its "critical root radius." It is more accurate than the dripline for determining the
PRZ of trees growing in forests or that have narrow growth habits. To calculate
critical root radius. measure the tree's diameter (dbh) 4.5 feet above the ground. _
Measure in inches. For each inch, allow for 1 to 1.5 feet of critical root radius. If a
tree's dbh is ten inches, its critical root radius is 10 to,15 feet.

STEPS TO CREATE A SUCCESSFUL LANDSCAPE PROTECTION PLAN:

• Mark construction zone boundaries at the edge of the protected root
zone. Use measuring tape, stakes and string to mark them.

• Inventory trees on the site. Record the location, size, and health of each
tree. Trees that are overmature, display poor form, lean heavily over
buildings, or have insect or disease problems should be removed prior to
construction. Also mark trees that need pruning.

• Select the trees to be saved. Note how each tree fits into the Iaildscape.
If the PAZ falls inside the construction zone, seriously consider changing
the original design, adding protection measures or removing the tree
before construction begins. -
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